N

1"x6"x18"™ PRESSURE TREATED
DECK BOARD CAP

GRINDER PUMP STATION CONTROL PANEL. PANEL
SHALL BE RATED NEMA 4X AND SECURED TO POST

WITH STAINLESS STEEL HARDWARE PER SUPPLIER
SPECIFICATIONS.

31_011

(3) 17X6"X18" PRESSURE TREATED DECK BOARDS

(BOTH SIDES)

CONDUIT AND 10/3 COPPER WIRE WITH
GROUND TO CONNECT TO DISCONNECT SWITCH

ON OPPOSITE SIDE OF POST

NN

>—%" SCH. 80 PVC CONDUIT. SECURE TO POST
WITH STAINLESS STEEL FASTENERS.

(2) 4'x4’x6" PRESSURE TREATED WOOD
=] POSTS SPACED 14" ON CENTER

2’_0"
MIN DEPTH

[f

C
)]

\CABLES SUPPLIED WITH PUMP TO BE ROUTED IN PVC
CONDUIT TO GRINDER PUMP STATION

NOTES:
ALL ELECTRICAL WORK SHALL BE PERFORMED PER THE NATIONAL ELECTRICAL CODE.

REFER TO THE LATEST VERSION OF SUSSEX COUNTY'S "PROCEDURES FOR GRINDER PUMP CONNECTIONS” FOR

N —

ELEVATION

MINIMUM ELECTRICAL REQUIREMENTS OF POWER SUPPLY.
3. POWER DISCONNECT SWITCH ON HOUSE SIDE OF WOOD POST NOT SHOWN FOR CLARITY. DISCONNECT SWITCH SHALL
BE SIEMENS MODEL WN2060U, 240 V. 60A, PULL OUT NON FUSED WITH NEMA 3R ENCLOSURE, OR APPROVED

EQUAL.

SUSSEX COUNTY

DETAIL

ENGINEERING DEPARTMENT S-5.07

CONTROL PANEL
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POST MOUNTING
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